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BrailleNote Touch Knowledge Levels
Embossing via WiFi
You can emboss documents on the Touch via WiFi (wireless connection) with Index V5 embossers. This includes the Basic D, Everest and Braille Box embossers.
Note: Earlier Index embosser versions are not supported.

Before you can emboss a document from your Touch, the embosser must be set up with your wireless network. This has to be done using a computer. You will need to ensure that the embosser drivers are installed onto your computer, as well as ensuring that the Index Direct Braille (IDB) application is installed onto the computer.
Refer to the Index “how to” guides, or the Index user guide, for information about installing the embosser drivers, and the Index Direct Braille (IDB) application.

Setting up the embosser with your wireless network

The procedure for connecting the embosser to your wireless network is as follows:

• Download the “ESC_C_RegisterWiFi.ibe” file from the Index website. The direct download link is as follows: 
http://www.indexbraille.com/getdoc/4cdf0161-cafe-4391-af9c-5bec76819e28/wifi-setup-with-parameter-file
• You will now need to open this file. You can use the text editor Notepad++, which can be downloaded free of charge. Alternatively, use any suitable text editing application.
• Within the file, you will need to make two changes as follows:
1. Change the “NETWORKNAME” text to the SSID (name) of your wireless network
2. Change the “PASSWORD” text to the wireless password used for your router

• After making these changes, save the file using your network’s SSID (name), followed by the file extension .ibe.
• Ensure that the embosser is connected to your computer via USB. Locate the .ibe file that you have saved, and right click the file, then select the “Index-direct-Braille” option in the contextual menu.
• The embosser will announce “connected to SSID (name) and IP address”, where “SSID” is the name of your wireless network. You will need to make a note of this IP address, as it will be required later when you set up your Touch with the embosser.
Note: If you need to have the IP address repeated, press the HELP button, then press the 10 button on the embosser.
The embosser is now set up with your wireless network / router. The next step is to set up your Touch with the embosser, and you can then emboss documents.
Setting up the Touch with the embosser

On the Touch, you will need to ensure that WiFi is turned on, and you will also need to have your Touch set up and connected to the same wireless network that your embosser is connected to. Refer to the BrailleNote Touch documentation for information about enabling WiFi, and setting up a WiFi connection.
The next step is to set up the Touch with the embosser. On the Touch, go to the Main Menu by using the Braille shortcut Space with dots 1,2,3,4,5 and 6, or press and release the Home button.
From the Main Menu, type a letter W, and then press Enter, to open KeyWord.
In the KeyWord Menu, type a letter S, and then press Enter, to open the Settings menu.

In the Settings menu, press Space with dot 4 until you reach the Embosser IP address option. Now, press Enter.

You will be prompted to input the embosser’s IP address. Type in the IP address, using computer Braille, and then press Enter.
You can now return to the Main Menu, using the Braille shortcut Space with dots 1,2,3,4,5 and 6, or by pressing and and releasing the Home button. You will now need to restart the Touch, by powering off fully and then powering on again. 
Embossing a document

When the Touch has restarted, from the Main Menu, type a letter W, and then press Enter, to open KeyWord.
In the KeyWord Menu, type a letter E for Emboss, and then press Enter. You will then be prompted to select the document that you want to emboss. Navigate to the desired document, and then press Enter to select it. Your document will now be sent to the embosser and will be embossed.
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