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BrailleNote Touch Knowledge Levels
Calibrating the touchscreen for touch input
The BrailleNote’s touchscreen can be used for touch input, where you use your fingers to touch the screen and perform actions, including Braille input, control and navigation.
The touchscreen supports the use of all ten fingers. The number of fingers you use will depend on your current interaction mode, whether it is TouchBraille or Explore by Touch. Refer to the specific guides for full information on using the two modes.

To initially calibrate the touchscreen for touch input, after turning the BrailleNote on, rest your wrists on the front edge of your BrailleNote, just below the braille display, until you find a position comfortable for typing, while keeping your fingers slightly above the screen. Then, place all ten fingers on your screen until you feel a short vibration. This vibration indicates that your BrailleNote is calibrated to your fingers’ position. After feeling the calibration vibration, lift your fingers slightly off the screen and at this point, you can type on your screen the same way you would type with a traditional physical braille keyboard, with the added advantage that TouchBraille is almost completely silent, and you do not need to raise your fingers much off the screen as there is barely any force required to type with TouchBraille.
Note that you can use any of the screen area – you are not limited to the area of the screen that shows visual output. The location that you use on the touchscreen to place your fingers will be used for the virtual Braille keyboard. 
Note: If you attempt to calibrate the touchscreen, and you feel a long vibration instead of the expected short vibration, this means that the calibration was unsuccessful. If this happens, simply lift your fingers so they are no longer touching the screen, then place them down on the screen and try to calibrate again.
Useful tip: If you are still unable to calibrate even after multiple attempts, lift your fingers so they are removed from the screen. Place both your palms flat onto the screen, then remove them from the screen. Then, try the regular calibration with all your fingers again.

The BrailleNote is very good at keeping the touchscreen calibrated. However, if you remove your fingers from the screen for a longer time, or you want to change the typing position of your fingers, you will need to recalibrate the touchscreen.
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