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BrailleNote Touch Knowledge Levels
Setting up the Touch with a wireless network
The Touch has inbuilt WiFi connectivity, so you can connect to wireless networks easily and efficiently. The Touch supports the Wi-Fi 802.11 b, g and n wireless standards / modes. As the Touch runs the powerful Android mobile operating system, you can also connect to a huge variety of networks with different encryption and authentication types.
The Touch can be set up with a wireless network during the initial setup of the Touch when using it for the first time.

You can also set up a wireless network connection at any point later. There are two main methods for setting up a wireless network connection:

• Scan for the network and then configure the appropriate settings

• Manually enter the network details and then configure the appropriate settings

The scan option is the most common and works fine for all wireless networks that are visible to a search. However, some networks (routers) are set to hidden and will not appear in a wireless network search. In this situation, you would need to obtain the full network name (SSID) details from the network’s administrator so that you can set up the connection manually. This guide describes both methods.

Scanning for a wireless network

This section is applicable to a wireless network that is visible to a network search.
To set up the Touch with a wireless network, follow these steps:

Use the Braille shortcut Enter with Q to open the Quick Settings menu. Then, press W to go to the WiFi option, and then press Enter.
You will be prompted “WiFi”, followed by the name of the first wireless connection found in your current vicinity. You are placed in the list of wireless connections that have been found. If you have turned WiFi off previously, you will instead be prompted “WiFi” – you will need to turn WiFi on, by pressing Space with dots 1,2 and 3, then Space with dot 4 to move to the Off switch, and then press Enter to turn WiFi on. You will then be placed in the list of available wireless connections. Note that when you move to a wireless network in the list, you will be given the name of the network (often referred to as the SSID), as well as the encryption type (WPA, WPA2 etc).
To select a wireless network to connect to, press Space with dot 4 or Space with dot 1 until you reach the desired network in the list, and then press Enter.
You will be prompted with some details about the network. The exact steps that you will take from this point depend on the specific wireless network connection and how it is set up. The general steps required for different network types are described below.
For a wireless network using WPA2, WPA or WEP encryption with wireless key entry (PSK – Pre Shared Key)
The majority of wireless networks require a wireless password (usually referred to as a wireless key) to be entered. When you have selected the desired wireless network from the list, you are placed in the wireless password field. You can now type the wireless key for the network / router, using computer Braille. When you have typed this, press Space with dot 4 twice. 

You will be prompted “Show advanced options checkbox, not checked”. The advanced options are required if this network requires a static IP address to be entered, and / or if there are proxy server settings that are required for the network.

Note: You should verify the exact settings with the network or IT administrator.

If you do not need to specify advanced options

You can leave the “Show advanced options checkbox” as not checked (unchecked), and then press Space with dot 4 twice.

You will be prompted “Connect button”. Press Enter.

The Touch will then attempt to connect to the selected wireless network. If the connection is established successfully, you will be placed back in the wireless network list.

You can then return to the Main Menu by pressing and releasing the Home button, or by using the Braille shortcut Space with dots 1,2,3,4,5 and 6.
If you need to specify advanced options (static IP address and / or proxy server settings)

 If one or both of these are required, press Enter and you will be prompted “Show advanced options, checked”. Now, press Space with dot 4.

You will be prompted “Proxy”. Press Space with dot 4.
You will be prompted “None, none drop down list”. Press Enter. 
You will be prompted “Showing two items. None checked”. You are placed in the list of two available proxy server options.
If the network you are connecting to does not use a proxy server, press Enter to select None.

OR

If the network you are connecting to does use a proxy server, press Space with dot 4 to move to the Manual option, and then press Enter.
If you select Manual for the proxy option, you will now need to specify the appropriate proxy server settings. Press Space with dot 4 three times. 

You will be prompted “Proxy.example.com edit box”. Press Enter to go into edit mode. You will now need to type in the proxy server address, and then press Enter.

You will be prompted “8080 edit box, computer Braille is required”. You will now need to type in the proxy server port, using computer Braille, and then press Enter.
You will be prompted “Example.com, mycomp.test.com, localhost edit box”. If the proxy server for the network has a special proxy bypass address, you will now need to type it here, and then press Space with dot 4 twice. Otherwise, simply leave the field blank by pressing Space with dot 4 twice.
You will be prompted “DHCP, DHCP drop down list”. You now need to specify if the network uses a dynamic or a static IP address. This will depend on the specific network. Press Enter. You will be prompted “Showing two items. DHCP checked”. You are placed in the list of two available options.

If the network you are connecting to uses dynamic IP addressing (DHCP), press Enter to select DHCP.

OR

If the network requires you to use a specific static IP address, press Space with dot 4 to move to the Static option, and then press Enter.

If you select Static for the DHCP option, you will now need to specify the IP address settings. Press Space with dot 4 twice. You will be placed on the IP address edit box.

Press Enter to go into edit mode. Now, type in the static IP address you need to use, and then press Enter.

You are now placed in the Gateway edit box. Type in the default gateway address you need to use, and then press Enter.

You are now placed in the Network prefix length field. If the network requires a network prefix length number to be used, type the number and then press Enter. Otherwise, simply leave the field blank and press Enter.
You are now placed in the primary DNS address field. Type in the primary DNS address for the network, and then press Enter.
You are now placed in the secondary DNS address field. Type in the secondary DNS address for the network, and then press Space with dot 4 twice.
You will be prompted “Connect button”. Press Enter.

The Touch will then attempt to connect to the selected wireless network. If the connection is established successfully, you will be placed back in the wireless network list.

You can then return to the Main Menu by pressing and releasing the Home button, or by using the Braille shortcut Space with dots 1,2,3,4,5 and 6.
For a wireless network using WPA2 or WPA Enterprise authentication
Some wireless networks use a special form of authentication known as Enterprise authentication. This type of network doesn’t require a wireless key / password to be entered in order to connect to it. An Enterprise connection uses a special Enterprise server, and is most commonly used in corporate environments where there a large number of users.
For Enterprise connections, you can make the initial connection without having to enter a wireless key (similar to a hotel or library connection). After making the initial wireless connection, you will be presented with a login page when you first launch KeyWeb.
To connect to an Enterprise network, you will simply need to follow the general steps described earlier for selecting the network and connecting to it, and you will then be connected straight away.

After doing this, you can return to the Main Menu by pressing and releasing the Home button, or using the Braille shortcut Space with dots 1,2,3,4,5 and 6.
You can then launch the KeyWeb web browser application. You will presented with an Enterprise web login screen. This will usually contain username and password fields, and possibly other fields, depending on the individual network. Refer to “Navigating webpages” for guidance on how to work with login fields on a webpage.

For a wireless network with no encryption
Some wireless networks do not have any encryption set up (no wireless key / password needs to be entered). A prime example of this network type is at a hotel or library, where you can make the initial wireless connection without having to enter a wireless key. For some connections, you can then browse the web immediately. For other connections, you will be presented with a login page when you first launch KeyWeb after establishing the main wireless connection.
To connect to a network that requires no encryption, you will simply need to follow the general steps described earlier for selecting the network and connecting to it, and you will then be connected straight away.
After doing this, you can return to the Main Menu by pressing and releasing the Home button, or using the Braille shortcut Space with dots 1,2,3,4,5 and 6.

You can then launch the KeyWeb web browser application. If there is no login required, you will be able to browse the internet straight away.

If a login is required, you will be presented with a web login screen. This will usually contain username and password fields, and possibly other fields, depending on the individual network. Refer to “Navigating webpages” for guidance on how to work with login fields on a webpage.
For a wireless network with WPS encryption

Some wireless routers use a form of authentication called WPS (WiFi Protected Setup).
To connect the Touch to a WPS encrypted router, follow these steps:

On the Touch, follow the steps described earlier for opening the WiFi menu. Then, type a letter W as many times as required until you are prompted “WPS push button”. Now, press Enter.
You will be prompted “Alert, starting WPS”. On the wireless router, press the WPS button. This is usually labelled “WPS” or with an icon denoting the WPS symbol. Refer to the router’s documentation for specific guidance on this.

The wireless connection can take a few minutes to be established, and will be set up automatically from here.
Manually configuring a wireless network connection

This section is applicable to a wireless network that is set to hidden mode, where the network name (SSID) is not broadcast to a network search by wireless devices.

Note that you will need the full specific SSID of the network that you want to connect to, as well as any other relevant settings including the wireless encryption or authentication mode (WEP, WPA or WPA2, or Enterprise), and any proxy server or IP address settings required.
To set up the Touch with a wireless network, follow these steps:

Use the Braille shortcut Enter with Q to open the Quick Settings menu. Then, press W to go to the WiFi option, and then press Enter.

You will be prompted “WiFi”, followed by the name of the first wireless connection found in your current vicinity. You are placed in the list of wireless connections that have been found. If you have turned WiFi off previously, you will instead be prompted “WiFi” – you will need to turn WiFi on, by pressing Space with dots 1,2 and 3, then Space with dot 4 to move to the Off switch, and then press Enter to turn WiFi on. You will then be placed in the list of available wireless connections.
Type a letter A. You will be prompted “Add network”. Now, press Enter.
You will be prompted “Alert add network. Network SSID, enter the SSID”. Type in the SSID (network name) of the network you want to connect to, and then press Space with dot 4 twice.
You will be prompted “None, none drop down list”. You are placed on the Security item. Press Enter to open the list of options. 

You will be prompted “Showing four items. None, ticked”. You will need to select the wireless authentication method used for the network you are connecting to at this point. The available options are None, WEP, WPA/WPA2 PSK, and 802.1x EAP. The None option should be used for a network that has no encryption. The WEP and WPA/WPA2 PSK options involve typing in a wireless key (password), whilst the 802.1x EAP option is an Enterprise type connection.
Press Space with dot 4 or Space with dot 1 until you reach the required encryption type, and then press Enter.

The next step depends on which encryption method you selected for this connection. 
If you selected None for the encryption setting, there will be no wireless password field shown. 

If you selected WEP or WPA/WPA2 PSK for the encryption setting, press Space with dot 4 twice to move to the Password field, and then press Enter. You will now need to type in the required wireless password (key) for the network you are connecting to, and then press Space with dot 4 to move forwards.

If you selected 802.1x EAP for the encryption setting, there will be no password field shown.

From this point, the next steps depend on whether the network uses a proxy server, and / or you have to enter a static IP address and associated details.

If you need to input proxy server and / or static IP address settings, press Space with dot 4 until you reach the Show Advanced Options tickbox, and press Enter to select it.

OR

If you do not need to input these settings, press Space with dot 4 until you reach the Save button, and then press Enter.

If you ticked the Show Advanced Options tickbox, press b twice and you will be prompted “None, none drop down list”. You are placed in the list of two available proxy server options.

If the network you are connecting to does not use a proxy server, press Enter to select None.

OR

If the network you are connecting to does use a proxy server, press Space with dot 4 to move to the Manual option, and then press Enter.

If you select Manual for the proxy option, you will now need to specify the appropriate proxy server settings. Press Space with dot 4 three times. 

You will be prompted “Proxy.example.com edit box”. Press Enter to go into edit mode. You will now need to type in the proxy server address, and then press Enter.

You will be prompted “8080 edit box, computer Braille is required”. You will now need to type in the proxy server port, using computer Braille, and then press Enter.

You will be prompted “Example.com, mycomp.test.com, localhost edit box”. If the proxy server for the network has a special proxy bypass address, you will now need to type it here, and then press Space with dot 4 twice. Otherwise, simply leave the field blank by pressing Space with dot 4 twice.

You will be prompted “DHCP, DHCP drop down list”. You now need to specify if the network uses a dynamic or a static IP address. This will depend on the specific network. Press Enter. You will be prompted “Showing two items. DHCP checked”. You are placed in the list of two available options.

If the network you are connecting to uses dynamic IP addressing (DHCP), press Enter to select DHCP.

OR

If the network requires you to use a specific static IP address, press Space with dot 4 to move to the Static option, and then press Enter.

If you select Static for the DHCP option, you will now need to specify the IP address settings. Press Space with dot 4 twice. You will be placed on the IP address edit box.

Press Enter to go into edit mode. Now, type in the static IP address you need to use, and then press Enter.

You are now placed in the Gateway edit box. Type in the default gateway address you need to use, and then press Enter.

You are now placed in the Network prefix length field. If the network requires a network prefix length number to be used, type the number and then press Enter. Otherwise, simply leave the field blank and press Enter.

You are now placed in the primary DNS address field. Type in the primary DNS address for the network, and then press Enter.

You are now placed in the secondary DNS address field. Type in the secondary DNS address for the network, and then press Space with dot 4 twice.

You will be prompted “Save button”. Press Enter.

The new wireless network connection has now been saved. To attempt to establish a connection to it, press Space with dot 4 or Space with dot 1 until you reach the name of the network in the list, and then press Enter. 
Now, press Space with dot 4 until you reach the Connect button, and then press Enter.

The Touch will attempt to establish a connection with the router. If successful, you will be connected to it and placed back in the list of available connections.
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